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THUNDERBAY 4 MINI
PROFESSIONAL GRADE 4-BAY 2.5-INCH DRIVE THUNDERBOLT 3 
STORAGE SOLUTION  
With four 2.5-inch drive bays, ThunderBay 4 mini transforms SSDs and 
HDDs into a pro-grade, Thunderbolt 3 storage solution in a compact design. 
ThunderBay 4 mini is about the length of a pencil and weighs only 3.1 pounds 
with SSDs. The rugged heat-dissipating aluminum enclosure features two 
Thunderbolt 3 ports for up to 1556MB/s speeds to breeze through today’s 
highest resolution audio, photo and video formats. 

Use mixed drives independently or matched drives as a RAID with the included 
SoftRAID setup and management software. Add drives or choose from pre-
configured solutions that are multi-hour “burn-in” test certified. For those 
seeking big RAID performance that’s small enough to fit on a desk, in a rack, 
or on a DIT cart, the search is over.

Key Features

- (4) 2.5-inch drive bays

- (2) Thunderbolt 3 ports (backward compatible)¹ 

- Quick drive swaps with single-screw sliding trays

- Easy RAID setup with included OWC SoftRAID

- Daisy-chain up to (5) additional 
Thunderbolt devices

- Near silent operation with 32.5dB cooling fan

- Plug and play 

- Drives included — 3 Year OWC Limited Warranty

- Enclosure only — 1 Year OWC Limited Warranty

Thunderbolt 3Up to 1556MB/s SoftRAID Software Daisy-Chain Expand Your Workspace
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TECH SPECS

INCLUDES
- OWC ThunderBay 4 mini
- Thunderbolt cable
- Keys for front panel lock
- Quick start guide
- SoftRAID software bundle

SPECIFICATIONS
Interface
- (2) Thunderbolt 3 ports (Thunderbolt backward compatible) 

Drives Supported
- (4) 2.5-inch 15 mm SATA 6Gb/s drives

Software RAID Modes 
- RAID 0, 1, 4, 5, and 1+0 (10)

SYSTEM REQUIREMENTS 
Operating System
- Works with any Thunderbolt-equipped Mac or Windows PC.

- Mac: macOS 10.12 or later
- PC: Windows 7 or later

Bootable
- Mac: macOS 10.13 or later
- PC: Booting not supported

Power Supply
- External, UL-listed, universal auto-switching
- AC input: 100 ~ 240V, 50/60Hz
- DC output: 12V 6.0A

Data Transfer Rate 
- Thunderbolt 3

- SSD: Read: 1556MB/s and Write: 1413MB/s
- HDD: Read: 681MB/s and Write: 654MB/s

- Notes: Speeds will vary based on drives used, RAID configurations, and other factors.

WARRANTY
- Drives included — 3 Year OWC Limited Warranty
- Enclosure only — 1 Year OWC Limited Warranty

DIMENSIONS + WEIGHT
Enclosure Dimensions
- 3.8 in (W) x 4.6 in (H) x 7.6 in (D)
- 9.6 cm (W) x 11.7 cm (H) x 19.1 cm (D)

Enclosure Weight (empty)
- 2.4 lb (1.1 kg)

Box Dimensions
- 10.6 in (W) x 4.9 in (H) x 10.6 in (D)
- 27.0 cm (W) x 12.5 cm (H) x 27.0 cm (D)

Box Weight
- 4.4 lb (2.0 kg)

Master Carton Dimensions — 6 pieces 
- 22.0 in (W) x 11.6 in (H) x 15.7 in (D)
- 56.0 cm (W) x 29.5 cm (H) x 40.0 cm (D)

Master Carton Weight — 6 pieces
- 29.5 lb (13.4 kg)

OPERATING ENVIRONMENT
Environmental (Non-Operating)
- Temperature (°F): -4° to 140°
- Temperature (°C): -20° to 60°

Environmental (Operating)
- Temperature (°F): 41° to 95°
- Temperature (°C): 5° to 35°

1.Apple Mac models with Thunderbolt 2/Thunderbolt ports can be connected using an Apple Thunderbolt 3 (USB-C) to Thunderbolt 2 Adapter (sold separately). 
This configuration provides data transfer at Thunderbolt 2 speeds (up to 20Gb/s) but does not support notebook charging.

PART NUMBER CAPACITY UPC

RAID with SoftRAID XT — HDD Options

OWCTB3QMSR00GB 0GB 810586032360

OWCTB3QMSR04T7 4.0TB 810586032377

OWCTB3QMSR08T5 8.0TB 810586032384

OWCTB3QMSR16T5 16TB 810586032391

RAID with SoftRAID XT — SSD Options

OWCTB3QMSRS02TP 2.0TB 810586032407

OWCTB3QMSRS04TP 4.0TB 810586032414

OWCTB3QMSRS08TP 8.0TB 810586032421
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